


Design Considerations 
\Xlater Distribution: the water flow 

needed is based on the depth of the 
media used. GLASdek requires 1.5 
gallons per minute per square foot of 
horizontal (top) pad surface area. For 
installations that have intense evapora
tion or pad wails tailer than 72", 
additional water may be required. 

Supply: the gutter and sump should be 
sized to supply the system with enough 
water to operate at its maximum flow 
rate and not overflo,v when the system 
is shut down. 

Maintenance 
:Mineral deposits can be minimized by 

maintaining a continuous water bleed
off, or by periodically dumping the 
sump. The exact amount will depend on 
the pH and hardness of the water 
supply. Munters can assist by recom
mending individual bleed-off rates. 

If algae is allowed to grow freely on 
GLJ\Sdck, it may eventually clog the 
passages and inhibit the flow of air. Th.is 
increases the static pressure and reduces 
the efficiency of the pad. Algae build up 
can be controlled by early implementa
tion of simple maintenance techniques. 
Munters maintenance bulletins provide 
information to help maximize the 
efficiency and life of GLASdek. 

Sizes available 
Depth: 4", 6", 8", 12" 
Height: 48", 60", 72" 
\Xlidth: 12" 

The shallow angle of Munters unequal flute design allows high velocity air to travel 
through the pad without significant resistance or water droplet carry over. GLASdek's 
self-cleaning design resists the clogging caused by dust, sand or other debris. By 
design, more water is directed toward the air entering face of the pad, where it flushes 
away dirt and debris. 

Options 
Distribution pads disperse water 

laterally and evenly across the top of the 
pad. These specifically designed pads are 
also protected with Munters patented 
edge treatment. 

Selection 
The depth and height of the media 

varies by application. Cail Munters for 
help in determining the requirements of 
specific installations. GLASdek may also 
be cut to fit smaller equipment. 
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